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N ex Co at  B a n d e ro l

Layer:

Description: One-side coated glossy paper for yoghurt banderoles

Application: Paper for yoghurt banderoles

Format: Reel 

Features & High whiteness
Benefits: High smoothness

High dimensional stability
Excellent ink and laquer hold out
Excellent process liability

Printing: Especially suitable for rotogravure and flexo printing

Product specifications:
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Printing Coating
Precoating
Basepaper
Backside Coating

Preliminary product data sheet

Technical values are informative and subject to production variations. Responsibility for testing the suitability of the product for specific applica -
tion lies with the purchaser.

Planned certificates: BfR Food Certificate, FDA Food Certificate, FSC® Chain-of-Custody, ISO 14001, ISO 9001, ISO 22000

Standard Unit

Substance ISO 536 gsm 90 95 110
Thickness ISO 534 µm 82.0 87.0 103.0
Gloss Tappi 75° ISO 8254-1 % 72.0 72.0 72.0
Tensile Strength MD ISO 1924-1 N/15 mm ≥ 69 ≥ 75 ≥ 81

CD ISO 1924-1 N/15 mm ≥ 24 ≥ 29 ≥ 36
Elongation MD ISO 1924-1 % ≥ 1.0 ≥ 1.0 ≥ 1.01

CD ISO 1924-1 % ≥ 3.7 ≥ 3.7 ≥ 3.7
Bursting Strength Mullen ISO 2758 kPa ≥ 175 ≥ 195 ≥ 205


